M11EGR

Oil E Targets
Parameter
Matrix Targets

Oil E

Mean / sdev
Current Targets*

Oil E

Mean / sdev
All Data

Oil E

Mean / sdev
Beaded Filter

Oil E

Mean / sdev

N
Matrix
5
22
12

CWL
17.3 / 3.7
17.3 / 3.7
15.5 / 3.8
15.2 / 3.1

OFDP
11.7164 / 2.7000
7.9416 / 2.7000
9.5679 / 2.3906
8.1390 / 0.8566

ASR
8.5 / 0.38
8.5 / 0.38
8.4 / 0.46
8.4 / 0.33

TRWL
131.7 / 22.9
131.7 / 22.9
133.8 / 19.5
133.5 / 19.7

* Current Targets – after 5 tests on beaded filters, OFDP targets were updated. All other targets remained the same as the targets derived during the matrix.

M11HST

ROCKER ARMS

At the December meeting, the panel asked Jim Rutherford to re-examine the split test data to determine if outliers had any impact on the results. The impact was minimal, and Jim’s recommendation was to go with the original numbers (below). Bob Campbell, who had originally voiced the concern, concurred with Jim’s recommendation. The original rocker arms are in very short supply and the labs will soon be forced to solely use the new rocker arms. Acceptance will allow the labs to continue M11HST testing without any delay.

200 hour HST:

No correction factor for severity.

New outlier screener standard deviations: Intake – 3.48    Exhaust – 5.89

300 hour HST:

Exhaust Correction Factor – 5.23

Intake Correction Factor – 11.12

New outlier screener standard deviations: Intake – 25.42    Exhaust – 33.94

