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Task Force Membership

Jim Moritz – Perkin Elmer Automotive Research 

John Haegelin - Perkin Elmer Automotive Research 

Bob Campbell – Afton Chemical 
Riccardo Conti – ExxonMobil 

Jim Matasic – The Lubrizol Corporation 
Ron Buck – Test Engineering, Inc. 



Mark Sarlo – Southwest Research Institute 

Dan Nyman – Cummins Engine Company 
Warren Totten - Cummins Engine Company 
Jeff Clark - Test Monitoring Center 

Joseph Huang – Ashland Chemical 
Steve Kennedy – ExxonMobil

Tom Picone – ExxonMobil

Nancy Diggs – Infineum

Pat Fetterman - Infineum

Jim Gutzwiller - Infineum
1. Action Items
1. Discontinue two plane traces of tappet face and measuring tappet height

2. Review draft 2 procedure and send comments back 

3. Labs are to report the part number on their rocker covers.

4. Mark will send out a picture of the rocker cover vent tube routing

5. Warren to look at effect of inlet and outlet restrictions and report to group

6. External oil system will be the 1P arrangement                              

2. Call to Order/Membership/Approval of Minutes

Mark Sarlo called the meeting to order at 1:00 pm (CST). Mark had distributed a copy of the proposed agenda via email prior to the meeting. 
3. Summary of Discussions
The following summarizes the various topics discussed during the meeting:

a. Warren is still working on engine supply. Plan is to get one engine per week if possible. 
b. Reminder to block open thermostat, not gut it
c. Discontinue two plane traces of tappet face and measuring tappet height

d. Action item to review procedure and send comments back for draft 2
e. The rocker covers are coming with two different baffle lengths. Labs are to report the part number on their rocker covers.

f. Mark will send out a picture of the rocker cover vent tube routing

g. There are EBP differences during stage B due to laboratory configurations which causes variation in soot. Warren to look at effect of inlet and outlet restrictions and report to group

h. External oil system will be the 1P arrangement

i. It is okay to use either a battery or power supply 

j. Compressor out temperature is optional

k. In order to reduce turn around time at EPC we should use a longer cam pin. The one that is ¾ inches in length will work. Warren will contact EPC regarding cam measurements and turn around time
l. Oil cooler to be drained after each flush                                                                   
4. Additional Business/Next Meeting

The next teleconference is tentatively scheduled for Tuesday March 1, 2005.
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